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Description 
 
This material is a high solids flexible Acrylic coating which 
provides long term protection, waterproofing and sealing 
concrete substrates. It is fully Elastomeric  and can bridge 
cracks. As it never hardens it retains flexibility allowing for 
thermal movement without damage. 
 
Recommended uses 
 
Permalastic OA 2900 can be used on a wide range of 
cementitious and masonry substrates on new construction or for 
maintenance. Concrete structures, Cladding, Decking etc. All 
these can be sealed, water proofed and protected by this 
product. 
 
Principal Properties: 
 
1. Elastomeric - Exceptional Flexibility & Elongation. 
2. Anti Carbonation properties. 
3. Bridges cracks 
4. High build waterproof surface 
5. Easy to apply - only one component 
6. Resists ultra violet degradation 
7. Attractive finish 
8. Can withstand foot traffic 
9. Economic in use and application. 
10. Water vapour permeable. 
 
Application methods :  
 
By Roller or Airless Spray. Can be applied to DFT of 250 
microns in one coat by airless spray. Five hundred microns will 
normally provide full protection, sealing, and waterproofing in 
aggressive conditions. 
 
Surface Preparation : 
 
a. Concrete.  -Thorough cleaning and drying. Primer    Permalastic  OA 
1720 
 
 
 
 
 
 

 
 
Physical Data 
 
Volume Solids ..................  49.0% (ASTM D 2697) 
 
Finish ...............................  Egg Shell 
 
Colours .............................  White 
 
Spreading rate: 
@ 250 microns DFT.........  1.92 m2 /Lt 
 
Drying time: 
   To Touch .......................        2 hours  
   To re-coat......................       24 hours 
 
 Depending on ambient temperature & 

surface conditions. 
 
Thinner .............................   Sweet water. 
  
 
Flash Point .......................   Non-flammable 
 
 
Application method ..........  Airless spray, 
  Roller or brush 
 
Packing size .....................  20  Ltr 
 
Shelf life ...........................  12 months 
 
Storage ............................   Out of sun light 
 
Storage Temp ..................  5°C upto 40°C 
 
Note : Allow for application losses. ie. 
conditions, surface irregularity, surface porosity 
and application method. 
 
 Volume solids is measured in accordance with ASTM-

D-2697. Slight variations may occur due to colour and 
testing variances. 
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Application Instructions 

Permalastic
 

OA 2900 
Elastomeric Compound White 

 
 
Refer to product data sheet for properties and uses. 
Adhere to all application instructions. Precautions, 
conditions and limitations to obtain the maximum 
performance. For conditions outside the requirements or 
limitations described, contact your Oasis Ameron 
representative. 
 
Surface Preparation 
Coating performance is proportional to the degree of 
surface preparation . Refer to Permalastic OA 1720 
Application instructions. Prior to coating, all surfaces must 
be clean and free from of all contaminants including salt 
deposits. 
 
 
Enivironment Conditions 
Temperature       °F      °F 
 Air and Surface  45 to 100 7 to 38 
 
Do not apply at temperature below 45°F nor during, or 24 
hours preceding,inclement weather; including rain, fog, 
mist or freezing temperatures. 
 
Application Equipment 
The following is a guide; suitable equipment from other 
manufacturers may be used. Changes in pressure and tip 
size may be needed for proper spray characteristics. 
 
Aireless - Standard equipment such as Graco Bulldog 
Hydra Spray 20 or 45:1 pump with 0.021 to 0.31 inch fluid 
tip. 
Conventional - Industrial equipment such Binks 11.1 Saturn 
pump or equivalent with air control cut-off, a material 
hose ¾ inch ID minimum, and an air hose ½ inch ID and 
50-75 psi air pressure minimum. Heavy mastic spray gun 
such as Binks 7E2 with 1/4 inch fluid tip or larger and 
slotted nozzle. 
 
Brush or roller - Suitable for waterborne coatings. Multiple 
coats may be required to achieve specified DFT. 
 
 
 
 
 
 
 
 
 
 
 

 
 
Application Procedure 
 
1. Flush all equipments with water before use. 
2. Stir Permalastic thoroughly until uniformly blended. 

Avoid excessive mixing or prevent air entrainment. 
3. Thinning is normally not required. 
4. Spray apply a wet coat in even, parallel passes, 

Overlap each pass 50 percent to avoid holidays, 
bare areas and pinholes. If required, follow with a 
cross spray at right angles to first pass. 

 Drying time to recoat @ 70°(21°C) 
 Minimum ....................... dry through (4 to 8 hours) 
 Maximum ...................... None 
5. On rough surfaces back roll first coat to ensure that 

coating is pushed deep into surface. Spray or roll 
second coat 

6. Clean equipment with water or water and detergent 
immediately after use. 

  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  
  

  
 

 


