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 OA 3022 Heavy Duty Filler 

                                   (Exterior/Interior) 
 
 
      
Description 
 
This is a strong and durable filler based on vinyl versatile acrylic  co-
polymer resin. This material can be used for interior and exterior 
environments. The filler is strongly adhering to properly prepared 
surface and has some flexibility enabling large voids to be filled without 
shrinkage, cracking or disbondment. 
 
Recommended uses 
 
Can be used to fill concrete, block work, masonry, C.M.U. and plaster. 
Large voids can be filled. Can be used for interior and exterior service in 
wet or dry conditions. 
 
Principal Properties : 
 
1. Durable &  weather resistant 
2. Almost odourless 
3. Flexible 
4. Ease of application 
5. Can be used inside and outside 
6. Economical  & inexpensive to apply 
7. Good adhesion properties 
8. Water vapour permeable 
9. Washable. 
 
 
Application methods:  
 
Can be applied on primed or unprimed surface. Use spatula or trowel to 
work filler into the surface defect or joint. In the event of cracking or 
shrinkage apply a second layer. 
 
 
Surface Preparation : 
 
Cementatitious surfaces. Neutralize as required remove all loose & 
friable substrate and laitance. Clean  down  to remove dust and all other 
surface contamination. 
 
  Recommended Primers :   OA 3587 Latex Primer Sealer or 
                                     OA 3566 Acrylic Primer Undercoat. 
     OA 3415 Solvent Base Primer 
 
Top coats: 
 
Areas filled or repaired using OA 3022 H.D. Filler can be top coated with 
water based or solvent based coating systems. 
 
 
 
 

 
 
 
 
Physical Data 
 
Solid Content ...................  Appro.83 % (by weight) 

 
Colour ..............................  White 
 
Components ....................  two 
 
Theoretical 
Spreading rate ................. Approx .2.3 Kg / m2  
 @  1mm thickness 
 Depending application method, surface 

condition & required texture. 
 
Recommended  
Dry film thickness .............  3 mm per layer 
 
Drying time :  
   To Touch .......................       2 hours 
   To re-coat......................      24 hours 
 
 Depending on thickness and ambient 

conditions. 
 
Thinners ...........................     Sweet Water 
 
Flash Point .......................   Non Flammable 
 
Application method ..........    Trowel 
 
Packing size .....................  25 Kg 
 
Shelf life ...........................  12 months 
 
Storage ............................   Out of sun light 
 
Storage Temp ..................   5ºC upto 40ºC 
 
Mixing ratio .......................   2.5 Liquid 
   1.0 Powder by weight 

 
Mixing ...............................  Power Mixer 
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